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NOTES:
1. Topography by others.
2. No earthwork will be done below the elevation of the

normal level of flows for Reed creek.
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Scope of Work:
1. Remove Topsoil and Trees and Root Material from LOD.
2. Bring in Fill Material and compact to fit the proposed

contours shown.
3. Cover LOD area with 6 inches of Crusher Run Gravel and

compact.
4. Install Bollards to Protect Guy Wires.
5. Cut last two section off of sliding Gate.  Re-attach Barbed

Wire and Chain Link fence.  Provide and Install a 16' Swing
gate on the concrete retaining Wall

Limits of Disturbance (LOD) 4355 SF

2.20'

Bollards Typ of 2

36.00'

30.00'

R10.00'

Exist. Retaining Wall Prop. Swing Gate 16'

Anchor Hinges into Ret. Wall

Existing Slide G
ate

Lease Boundary
0.31 AC
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NOTES:
1. Topography by others.
2. No earthwork will be done below the elevation of the

normal level of flows for Reed creek.
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8'

Bollard Detail
NTS

3'
Bollard Notes:
1. 4" Dia. Bollard to be

Schd 40 Carbon Steel
Pipe 8 Feet Long.

2. Install in a 3 feet deep
hole and backfill with
Concrete.

3. Paint Bollard Safety
Yellow.

4. Fill Bollard with
Concrete.

Existing Gate Modification Detail
NTS

50'

Cut Off
Two

Sections
 of Gate

16'

New Gate Detail
NTS

Same gage and spec. as existing
Gate

Galvanized
Gate Hanger J bolt
3
4" dia. 7 inches long.
Typical of 3.
Drill and use two part
epoxy to anchor into
existing retaining wall.
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NO SCALE

6"-VDOT 21B
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TYPICAL PARKING  SECTION
NO SCALE
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SPECIFICATIONS:

1. Root Material to be removed to a depth where no roots are encountered or to 5
feet.

2. Backfill root excavation with select material or VDOT 357 stone.
3. Proof roll sub-grade after removal of topsoil with loaded dump truck.
4. Remove and repair with VDOT 357 stone, any soft areas found during proof

roll.
5. Compact VDOT 21B stone with smooth barrel roller.
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